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Founded in 1991, Nydaloxe Precision has established itself as the 
UK's leading independent supplier of tool holding and allied 

equipment.

Our core value (and everything we do) is to be a steadfast 
partner to our customers by using our quality products and 

expertise to maximise their production efficiency with innovative 
tooling solutions. First class customer service is what you get at 

all times, and if we fail at this then we take it personally!

We supply to all major metal, composite, and wood machining 
industries, including military and civil aerospace, automotive, 

medical, and die and mold.

Buying from us means you are supporting a small (but mighty) 
British company and it is always greatly appreciated.
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1. Clamping the Varia insert

Set the Varia insert so that 
the clamping face looks to 
the Varia clamping screw.

With the included allen wrench size 5,
rotate the set screw approx. 180°.
Now the tool is ready to use.

We recommend a torque wrench:

Article No. DSV SW5 / 10NM

V3 starting position V4 starting position

The clamping screws are wear parts. These should be changed at regular 
intervals. The change can only be done through the Varia bore! Screw out with 
a counter clockwise rotation and screw in with a clockwise rotation.

Please ensure that the screw does not rest on the top of the insert.
(see dimensions above)

i

i
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Turn the clamping screw 
counter clockwise with the al-
len wrench size 5 until both of 
the points on the screw and 
the spindle make a line.
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2. Removing the Varia insert

Take the Varia insert out of the Varia holder.

With the each tool change make sure to carefully clean the contact surface.i
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3. Accessories

3.1.	 Assembly blocks

 . Varia V3/V4
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Universal assembly block: UMB100

Changeable tool adaptor

EWS Varia V3: MW-V3

EWS Varia V4: MW-V4

Changeable adaptors are also available in 
different forms.

EWS Varia assembly block

EWS Varia V3: MB-V3

EWS Varia V4: MB-V4

Torque wrench

Article No. DSV SW5 / 10NM

Picture may differ from original product
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3.2.	 Varia Inserts

Collet chuck

Weldon / whistle notch insert

Millering insert Hydrodehn insert

Floating toolholder collet chuck

Morse taper adaptor
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